
BT-A60
·Measurement automation 

·Up to 60 samples in one click 

HIGH-THROUGHPUT AUTOMATIC SAMPLING SYSTEM



INTRODUCTION
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The BT-A60 is a durable, automatic and high-throughput sampling system. It delivers maximum laboratory 

automation for sample measurements, reducing your labor costs while improving productivity and laboratory 

efficiency. The compact design saves valuable bench space while allowing up to 60 different samples to be 

measured in a single run. Compatible with Bettersizer S3 Plus and Bettersizer 2600, the BT-A60 offers 24/7 fully 

automated sample analysis to meet your various analytical applications.

COMPATIBILITY

Bettersizer S3 Plus Bettersizer 2600

FEATURES

Up to 60 samples in one click

Accurate sample identification

Efficient ultrasonic cleaning

Small footprint

The BT-A60 works seamlessly with the 
Bettersizer S3 Plus and Bettersizer 2600 for 24/7 sample analysis.

Measurement automation
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Compatibility: Bettersizer S3 Plus, Bettersizer 2600*

Particle status: Suspensions, dry powder

Particle size: 
0.01 - 200 μm (Bettersizer S3 Plus)
0.02 - 200 μm (Bettersizer 2600)

Sample capacity: 60 samples

Sampling quantity: 0.5 - 5 mL 

Sample container: 10 mL Φ15*100 mm

Power: 100 - 240 VAC, 50/60 Hz, 40W

Dimension (W, D, H): 410 × 290 × 390 mm

Weight: 16.5 kg

Operating temperature ℃ : 5℃ - 35℃

Humidity: ＜ 85%

Accessory: Thermal barcode printer

BENEFITS 

SPECIFICATION

*The BT-A60 autosampler is compatible with the Bettersizer S3 Plus and Bettersizer 2600 with software version 8.10 or above.

Measurement AutomationManual Insertion

- Skilled operator required 

- Potential risk of human error 

- Risk of cross-contamination

- Messy workbench

- Longer sample-to-sample run times

- Save labor costs 

- Independent of human error 

- No risk of cross-contamination

- Well-organized workbench

- Shorter sample-to-sample run times
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Visit Our Bettersizer S3 Plus and Bettersizer 2600 Sites:

Watch Bettersizer S3 Plus and Bettersizer 2600 Video 
Series on Our Official YouTube Channel:

S3 Plus 2600

S3 Plus 2600


